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Packing List:

Please check the package content before you starting using the card.

1x1394a Cable
(OAL1394-DF1410 / 1040615)

1 x 1394b Cable
(OAL1394-DF1420 / 1040616)

1 x 10 Module
(ADP-1394)

1 x 4PIN HSG to 6PIN for Power
(OAL4P-6 / 1040284)
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1 <Product Overview>

MPX-2213 The 1394b OHCI controller function is fully compatible with IEEE Std
1394b and the latest 1394 Open Host Controller Interface (OHCI) Specification.

MPX-2213 capable of transferring data between the PCle bus and the 1394 bus at
100M bit/s, 200M bit/s, 400M bit/s, and 800M bit/s.

MPX-2213 provides full PCle and 1394b functionality and performance.
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Fully Compliant With PCI Express Base Specification, Revision 1.1
Supports Provisions of IEEE Std P1394b- 2002 and IEEE Std
1394-1995 for IEEE Std 1394a-2000

Fully Compliant With 1394 Open Host States Controller Interface
(OHCI) Specification,Revision 1.1 and Revision 1.2 Draft
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3 <Block Diagram>

Mini Card

Connector

IPCIE I3.3V Power Supply

X102213B

]

I<—> Additional 12V Power Supply

1x139%4a 2 x 1394b




QCOMMELL MPX-2213 User’s Manual
4 <Product Specifications>

Product Description

Host Interface PCI-E

Controller X102213B
Dimension 30.00mm x 50.95mm
Weight 39

Operating Conditions

Power Requirement ~ +3.3V from Mini PCle
+12V from external cable

Temperature 0~70°C
Storage -40~+85°C
Temperature
General Specifications
From factor Mini-PCI Express with 52-pin interface
Compliance IEEE 1394b (Firewire 400) x1
IEEE 1394b (Firewire 800) x2
Accessories 1 x [IEEE1394 10 module

1 x 10PIN cable for single 1394a (OAL1394-DF1410)
1 x 20PIN cable for dual 1394b (OAL1394-DF1420)
1 x DC input cable (OAL4P-6)
Transfer Rate 100M bits/s, 200M bits/s, 400M bits/s,
and 800M bits/s (IEEE 1394b).
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4.1 < Recommended Operating Conditions >

Mﬂm_

Vdd33 /O voltage 3.135~3.465

4.2 < Power Consumption >

Transmitting data MAX
Power (W)
1.2
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5 <Pin-out Definition>

m Basic Description

1 Floating Pin, No connect to anything.

2 3.3VI3.3VAUX 3.3V/3.3AUX power supply VCC
3 NC Floating Pin, No connect to anything.

4 GND Ground. GND
5 NC Floating Pin, No connect to anything.

6 1.5V 1.5V

7 CLKREQ Reference clock request

8 NC Floating Pin, No connect to anything.

9 GND Ground. GND
10 NC Floating Pin, No connect to anything.

11 REFCLK- Differential reference clock. Input
12 NC Floating Pin, No connect to anything.

13 REFCLK+ Differential reference clock. Input
14 NC Floating Pin, No connect to anything.

15 GND Ground. GND
16 NC Floating Pin, No connect to anything.

17 NC Floating Pin, No connect to anything.

18 GND Ground. GND
19 NC Floating Pin, No connect to anything.

20 NC Floating Pin, No connect to anything.

21 GND Ground. GND
22 PERST# PCI express fundamental reset. Input
23 HSINO Differential transmit. Output
24 3.3VAUX 3.3AUX power supply. VCC
25 HSIPO Differential transmit. Output
26 GND Ground. GND
27 GND Ground. GND
28 1.5V 1.5V

29 GND Ground. GND
30 NC Floating Pin, No connect to anything.

31 HSONO Differential receive. Input
32 NC Floating Pin, No connect to anything.

33 HSOPO Differential receive. Input

_8-
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34
35
36
37
38
39
40
41
42
43
44
45
46
47
48
49
50
51
52

GND
GND

NC

GND

NC
3.3VAUX
GND
3.3VAUX
NC

GND

NC

NC

NC

NC

1.5V

NC

GND

NC
3.3VI3.3AUX

Ground.
Ground.

Floating Pin, No connect to anything.

Ground.

Floating Pin, No connect to anything.

3.3AUX power supply.
Ground.
3.3AUX power supply.

Floating Pin, No connect to anything.

Ground.

Floating Pin, No connect to anything.
Floating Pin, No connect to anything.
Floating Pin, No connect to anything.
Floating Pin, No connect to anything.

1.5V.

Floating Pin, No connect to anything.

Ground.

Floating Pin, No connect to anything.

3.3V/3.3AUX power supply

GND

GND

GND

GND

GND

GND

VCC
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6 <Component Placement>

6.1 < Connector Reference >

MPX-2213:

CN_1394_2/3

o - - 1— ‘
10 !
CN_1394_1
10
1 6
CN_PWR
Connector: CN_PWR oy | Il
Connector Type: L | 1
1252 6-Pin , pitch : 1.25 mm 1 6
Description(LAN1) i Description(LAN2)
1 +12V 2 +12V
3 GND 4 GND
5 NC 6 NC
Connector: CN_1394_1

Connector Type:

(R RERRERR
10 1

DF14 10-Pin, pitch : 1.25 mm

Description(LAN1) i Description(LAN2)
1 TPBO- 2 TPBO+
3 GND 4 TPAO-
5 TPAO+ 6 NC
7 GND 8 PWR(+12V)
9 GND 10 GND

-10-
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Connector: CN_1394_2/3

Connector Type: §

DF14 20-Pin , pitch : 1.25 mm 20 1
Description(LAN1) i Description(LAN2)
1 TPB1- 2 TPB1+
3 GND 4 TPA1-
5 TPA1+ 6 NC
7 GND 8 PWR(+12V)
9 GND 10 GND
11 TPB2- 12 TPB2+
13 GND 14 TPA2-
15 TPA2+ 16 NC
17 GND 18 PWR(+12V)
19 GND 20 GND

110
CN_1394_1X
1

120

CN_1394_2/3X

Connector: CN_1394_1X

Connector Type:

DF14 10-Pin , pitch : 1.25 mm AL
Description(LAN1) i Description(LAN2)
1 TPBO- 2 TPBO+
3 GND 4 TPAO-
5 TPAO+ 6 NC
7 GND 8 PWR(+12V)
9 GND 10 GND

11-
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Connector: CN_1394_2/3X

Connector Type: f A

DF14 20-Pin , pitch : 1.25 mm 20 1
Description(LAN1) i Description(LAN2)
1 TPB1- 2 TPB1+
3 GND 4 TPA1-
5 TPA1+ 6 NC
7 GND 8 PWR(+12V)
9 GND 10 GND
11 TPB2- 12 TPB2+
13 GND 14 TPA2-
15 TPA2+ 16 NC
17 GND 18 PWR(+12V)
19 GND 20 GND

6.2 < Cable connection >

200+10mm

2545mm
) ——

10

CN1 CN2

Freseereed

CN1 CN2

%

3 3
4 4
s _ XXX
6 6
7 7
8 8
9 9

10 10
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200+10mm
a 2545mm
20 1
= 4
%
Nl | & CN2
=
I 20
CN1 CN2 CN1 CN2
1 1 11 11
2 X XX 2w 12
3 3 13 13
4 4 14 14
s A X X5 55 AKX 5
6 6 16 16
T 7 17 17
8 8 1§ —m8 — 18
9 9 19— 19
10 10 20 20
200410

m
M

P1
4 -
PIN OUT:

P1 P2

1 | 1

2

2 3

L=50mm,

[:: z 4

4 | 5

6
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6.3 < Device Manager shows >

‘A~ Computer Management
File Action View Help

2| 2E BE &

Sl
=23~

» 3] Event Viewer
1> @l Shared Folders
[ :k_“ Local Users and Groups
> @ Performance
=4 Device Manager
&5 Storage
=7 Disk Management
::’7 Services and Applications

[N

< m

» B, Display adapters
> g IDE ATA/ATAPI controllers

4 i IEEE 1394 Bus host controllers

. @ TexasInstruments 1394 OHCI Compliant Host Controller

» <= Keyboards

> 8 Mice and other pointing devices
A Monitors

> - [f3) Other devices

, Y3 Ports (COM & LPT)

» 23 Processors

1»-% Sound, video and game controllers

> -8 System devices
# Universal Serial Bus controllers

A& Computer Management (Local | 4 -a user-PC Actions
4 [} System Tools - C?mpl..lter Do e iz
» () Task Scheduler > ¢ Disk drives
More Actions
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7 <Mechanical Drawing>

MPX-2213: (Units: mm /inch)

le2” [41.13mm]
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] 1
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]

o

[

NYRIVL N30 €[22 - XdW
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1.18” [30.00mm]
095" [24.20mm]

b1 N

1.89” [48.05mml
2.01” [50.95mml

1394a & 1394b: (Units: mm /inch)

118" [30,00mm]

1.827 [46.26mm] [
126" [32.12mm] { ‘
064" [16.27mMm] =— ‘
. [ ® L ] L ] rlj
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0.95” [24.00mm] .
1,977 [30.09mm]
2.36” [60.00mm]
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Contact information

Any advice or comment about our products and service, or anything we can help
you please don'’t hesitate to contact with us. We will do our best to support you for

your products, projects and business.

Taiwan Commate computer Inc.

19F., NO.94, Sec. 1, Xintai 5™ Rd., Xizhi Dist., New Taipei

Address

City 22102, Taiwan.

TEL +886-2-26963909

FAX +886-2-26963911

www.commell.com.tw

info@commell.com.tw (General information)

tech@commell.com.tw (Technical Support)
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