
NIFE-SERIES
TECHNICAL DATA

Front

Top  |  Bottom

Bay TrailBay raily Tr Bay Trail | TPM2.0

Model NIFE 103 NIFE 104M NIFE 105 NIFE 105W

Article n° 152472 160935 152473 152474

SYSTEM

CPU
Intel® Atom™ E3826 

DC 1,46 GHz
Intel® Celeron® J1900

DC 1,46 GHz
Intel® Atom™ x5-E3930 

DC 1,8 GHz

Chipset SoC SoC SoC

Memory 2 GB DDR3L 4 GB DDR3L 4 GB DDR3L

Storage
120 GB mSATA-6G

1x 16 GB EMMC frei
120 GB mSATA-6G

120 GB mSATA-6G
1x 16 GB EMMC frei

Other sockets – 1x SD, 1x SIM

I/O INTERFACES
Graphics 1x Micro HDMI 1x HDMI 1x HDMI

Serial Ports
1x RS-232/485 

with 2,5 kV Isolation protection
1x RS-232/485 

with 2,5 kV Isolation protection
2x RS-232/422/485 

with 2,5 kV Isolation protection

USB
1x USB 3.0
1x USB 2.0

1x USB3.0
1x USB2.0

4x USB 3.0

Ethernet 2x Intel® I210AT Gigabit-LAN 2x Intel® I211 Gigabit-LAN 2x Intel® I210IT Gigabit-LAN

Audio –

Others 1 programmable LED TPM2.0 onboard 1 programmable LED

EXPANSIONS

Expansions
–

1x Fieldbus Interface 
socket

2x mPCIe for optional WLAN / 3G / LTE / mSATA / Fieldbus module (1 of which taken with mSATA)
2x holes for antennas

OTHER DATA

Operating system  
Windows® Emb. POSReady 7, 

64-bit
Windows® 10 IoT Enterprise,

64-bit
Microsoft® Windows® 10 IoT Enterprise,

64-bit,

Operating temperature 0°C bis +50°C, with Air Flow according to IEC60068-2-1; IEC60068-2-2; IEC60068-2-14

Storage temperature -20°C to +75°C -20°C to +80°C -20°C to +75°C

Relative humidity 10% to 93%, non-condensing

Power 24 V DC in, 60 W 24 V Power Adapter

Dimensions (WxHxD) 56,5 x 130 x 100 mm 56,5 x 130 x 100 mm 46,2 x 120 x 100 mm 78,2 x 120 x 100 mm

Packing list Quick Installation Guide, Drivers-CD, Windows® CD, Power adapter, kit for wall mount,  DIN-rail kit

Apollo Lake Apollo Lake | Fieldbus
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