
USB TO RS-232 CONVERTER CABLE

TECHNICAL DATA

 · Transfer rate: up to 921,6 kbps

 · Drivers for Windows® 7/8/8.1/10/11 (32-/64-bit)  

 · Cable length: 1 m

HIGHLIGHTS

 · USB 2.0 nach RS-232 Converter cable for Laptop and PC

 · USB 1.1 and 2.0 compatible

 · DB9-Connector

 · Power supply over USB

ORDERING INFORMATION

N° 166027   USB 2.0 to RS-232 Converter Cable 
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USB TO RS-485 CONVERTER ADAPTER

TECHNICAL DATA

 · Transfer rate: up to 921,6 kbps

 · With internal Fail Save resistor

 · Drivers for Windows® 7/8/8.1/10/11 (32-/64-bit), 

 Server 2008R2/2012R2 (32-/64-bit)

 · In packing list: USB-Extension cable (1 m),

    Adapter for SubD-9 screw terminal connection 

HIGHLIGHTS

 · USB 2.0 to RS-485 Adapter for Laptop and PC

 · USB 1.1 and 2.0 compatible

 · Supports two-wire RS-485 read/write operation

 · Power supply over USB

USB TO RS-232 CONVERTER ADAPTER

TECHNICAL DATA

 · Transfer rate: up to 921,6 kbps

 · Drivers for Windows® 7/8/8.1/10/11 (32-/64-bit), 

 Server 2008R2/2012R2 (32-/64-bit)

 · In packing list: USB-Extension cable (1 m)

HIGHLIGHTS

 · USB 2.0 to RS-232 Adapter for Laptop and PC

 · USB 1.1 and 2.0 compatible

 · LED for display of data traffic

 · Power supply over USB
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ORDERING INFORMATION

N° 166028   USB 2.0 to RS-485 Converter Adapter

ORDERING INFORMATION

N° 166026   USB 2.0 to RS-232 Converter Adapter 
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